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Fastcap® ESI

Hypro’s new liquid fertiliser dribble cap is one of the most compact on the market. Unique nozzle
array and jet stabilising diffuser creates solid streams for excellent distribution & minimal scorch.

Available in sizes 04, 05 and 06 with plastic metering discs.
Available in sizes 08, 10 and 15 with ceramic metering discs.
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HYPRO TIP REF. PRESS. FLOW APPLICATION RATES L/HA AT KM/H
BAR L/MIN 8KPH 10KPH 12KPH 16KPH 18KPH

1.0 0.924 139 111 92 69 62
FC-HESI-11004P 2.0 1.306 196 157 131 98 87
(6 pack) 3.0 1.600 240 192 160 120 107

4.0 1.848 277 222 185 139 123

1.0 1.155 173 139 115 87 77
FC-HESI-11005P 2.0 1.633 245 196 163 122 109
(6 pack) 3.0 2.000 300 240 200 150 133

4.0 2.309 346 277 231 173 154

1.0 1.386 208 166 139 104 92
FC-HESI-11006P 2.0 1.960 294 235 196 147 131
(6 pack) 3.0 2.400 360 288 240 180 160

4.0 2.771 416 333 277 208 185

1.0 1.848 277 222 185 139 123
FC-HESI-11008 2.0 2.613 392 314 261 196 174
(6 pack) 3.0 3.200 480 384 320 240 213

4.0 3.695 554 443 370 277 246

1.0 2.309 346 277 231 173 154
FC-HESI-110010 2.0 3.266 490 392 327 245 218
(6 pack) 3.0 4.000 600 480 400 300 267

4.0 4.619 693 554 462 346 308

1.0 3.464 520 416 346 260 231
FC-HESI-110015 2.0 4.899 735 588 490 367 327
(6 pack) 3.0 6.000 900 720 600 450 400

4.0 6.928 1039 831 693 520 462

NB: Application rates shown in this chart are based upon tests at 3 bar and upon 50cm nozzle settings. These flow rates are
based on water and allowance must be made for liquids having different viscosity and specific gravity. Use following
formula;  

Liquid flow rate = water flow rate  √SG of liquid        Recommended boom height = 50cm

ORDERING: Use codes shown
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